
� � � � � � � � � � � � � 3� D� U� D� P� H� W� H� U� � � 6� \� P� E� R� O �9���D�O�X�H ���8�Q�L�W��
Cathode Voltage � � � � VKA��      37 V 
Cathode Current Range (Continuous) ��IKA��   -100-+150 mA 
Reference lnput Current Range � � � �Iref       0.05-+10 mA 
Power Dissipation � � � � PD  ����0 mW

Operating Ambient Temperature Range � � � � � �T�R�S�U  0 ~ +70 

� � � �Tstg   -65-+150�� �/�� 

Parameter  Symbol   Test   conditions  M�L�Q T�\�S M�D�[�������������������8���Q�L�W 

 Reference �Lnput �Yoltage Vref KAV =VREF, IKA=10mA  2.450 2.5 2.550�� ������V 

Deviation of �Ueference �,nput �Yoltage 
�Rver �Wemperature (note) �¸ Vref �¸/ T VKA =VREF, IKA =10mA 

Tmin�”Ta�”Tmax  4.5 17 mV������ 

�¸ VKA 
=10V~VREF  -1.0 -2.7 �����PV/ V Ratio �Rf �Fhange in �Ueference lnput 

�Yoltage to the �Fhange in �Fathode 
�Yoltage 

�¸ Vref �¸/ VKA IKA=10mA 
�¸ VKA  
=36V~10V 

 -0.5 -2.0�� �����PV/V 

Reference �Lnput �Furrent lref 
IKA= 10mA,R1=10�N�  
R2=�’  1.5 4 ��������A 

Deviation �Rf �Ueference �Lnput �Furrent 
�Rver �Iull �Wemperature �Uange �¸ lref �¸




