
BVDSS RDSON ID

200V 0.240 9A

Features

Å 200V,9A, RDS(ON) =0.24ɋ@VGS= 10V
Improved dv/dt capability
Fast switching
Green Device Available

VDSDrain-Source Voltage 200 V

VGSGate-Sou ce Voltage 士 20 V

ID
Drain Current ï Continuous (TC=25℃) 9 A

Drain Current ï Continuous (TC=100℃) 5.7 A

IDMDrain Current ï Pulsed1 36 A

EASSingle Pulse Avalanche Energy2 220 mJ

IASSingle Pulse Avalanche Current2 21 A

PD
Power Dissipation (TC=25℃) 44 W

Power Dissipation ï Derate above 25℃ 0.35

TSTGStorage Temperature Range -55 to +150

TJOperating Junction Temperature Range -55 to +150

RɗJAThermal Resistance Junction to ambient --- 62

RɗJCThermal Resistance Junction to Case --- 2.87

Å
Å
Å

¸ LED applications

@ 25ÁC Ambient Temperature (unless otherwise noted)

W/

/W

/W





�,�'
���

&
�R

�Q
�W

�L
�Q

�X
�R

�X
�V

�'�
U

�D
�L

�Q
�&

�X
�U

�U
�H

�Q
�W

���
$�

�





TO��252��PACKAGE��INFORMATION


